
 

 

 
 
 
 
 
 
 
 

 

 

Chapter 2  
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According to IEC 60273 standards, station post 
insulator model has  

◆ C2 series: C2-325, C2-450, C2-550, C2-650, C2-750 

◆ C4 series: C4-60,C4-75,C4-95,C4-125,C4-150, C4-
170,C4-200,C4-250,C4-325,C4-450,C4-550, C4-
650,C4-750,C4-850,C4-950,C4-1050,C4-1175,C4-
1300,C4-1425,C4-1550,C4-1675,C4-1800,C4-
1950,C4-2100, C4-2250,C4-2400, C4-2550 

◆ C6 series: C6-60,C6-75,C6-95, C6-125,C6-150, C6-
170,C6-200,C6-250,C6-325,C6-450,C6-550, C6-
650,C6-750,C6-850,C6-950,C6-1050,C6-1175,C6-
1300,C6-1425,C6-1550,C6-1675,C6-1800,C6-
1950,C6-2100, C6-2250, C6-2400, C6-2550 

◆ C8 series: C8-60,C8-75,C8-95,C8-125,C8-150, C8-
170,C8-200,C8-250,C8-325,C8-450,C8-550, C8-
650,C8-750,C8-850,C8-950,C8-1050,C8-1175,C8-
1300,C8-1425,C8-1550,C8-1675,C8-1800,C8-
1950,C8-2100, C8-2250, C8-2400, C8-2550 

◆ C10 series: C10-60,C10-75,C10-95,C10-125, C10-
150,C10-170,C10-200,C10-250,C10-325, C10-
450,C10-550,C10-650,C10-750,C10-850, C10-
950,C10-1050,C10-1175,C10-1300,C10-1425,C10-
1550,C10-1675,C10-1800,C10-1950, C10-
2100,C10-2250, C10-2400, C1-2550 

◆ C12.5 series: C12.5-95,C12.5-125,C12.5-150, 
C12.5-170,C12.5-200,C12.5-250,C12.5-325, C12.5-
450,C12.5-550,C12.5-650,C12.5-750, C12.5-850, 
C12.5-950, C12.5-1050, C12.5-1175, C12.5-
1300,C12.5-1425,C12.5-1550,C12.5-1675,C12.5-
1800,C12.5-1950, C12.5-2100，C12.5-2250, C12.5-
2400 

◆ C16 series: C16-325,C16-450,C16-550,C16-650, 
C16-750,C16-850,C16-950,C16-1050,C16-1175, 
C16-1300,C16-1425,C16-1550,C16-1675,C16-1800 

◆ C20 series: C20-325,C20-450,C20-550,C20-650, 
C20-750,C20-850,C20-950,C20-1050,C20-1175, 
C20-1300,C20-1425,C20-1550 

The a in Ca-b refers to the Cantilever strength, the b 
in Ca-b refers to the Lighting impulse withstand voltage. 

More information about IEC station post insulators, 
please refer to Orient Power website. 
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